
200 THICK 40 MPa CONCRETE
WITH SL 81 TOP AND BOTTOM
50 COVER

EXISTING ROAD BASE

EXISTING ROAD BASE
NEW KERB RAMP REFER
TO CIV.2.3.1 FOR DETAIL

150 THICK DGB20 WITH CBR
GREATER THAN 80 COMPACTED
TO 98% MODIFIED TO AS1289

150 THICK DGB20 WITH CBR
GREATER THAN 80 COMPACTED
TO 98% MODIFIED TO AS1289
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VARIES
1.2 TO 1.5 TYP.

NOTES:
1. 40Mpa CONCRETE WITH FAST SET ADMIXTURE  FOR ALL CONCRETE ELEMENT

SUBJECT TO TRAFFIC LOAD. REFER TO CONCRETE SUPPLIER FOR MINIMUM
CURING TIME. NO TRAFFIC LOADING IS ALLOWED DURING THE RECOMMENDED
CURING TIME.

2. REFER TO CIV.11 FOR TYPICAL JOINT DETAIL.
3. UNLESS SPECIFIED OTHERWISE, CONCRETE FOR THE PEDESTRIAN CROSSING

SLAB TO BE PRE-BLENDED CCS 6% TERRACOTTA OR APPROVED EQUIVALENT.
PLAIN GREY CONCRETE FOR ALL OTHER COMPONENTS.

4. CONCRETE SURFACE TO BE BROOM FINISH.
5. ALL DIMENSIONS IN METRES UNLESS NOTED OTHERWISE.

TRAVEL LANE
VARIES SEE NOTE 3

TRAVEL LANE
VARIES SEE NOTE 3

H = 100mm FOR NON-BUS ROUTE
H = 75mm FOR BUS ROUTE

2.0
TYP.

PEDESTRIAN RAISED CROSSING
TYPICAL SECTION

PERPENDICULAR TO ROADWAY
Scale N.T.S
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PEDESTRIAN CROSSING (VARIES) MIN.3.6
SEE NOTE 3

PEDESTRIAN RAISED CROSSING
TYPICAL SECTION

PARALLEL TO ROADWAY
Scale N.T.S

7% MAX7% MAX 12.5% MAX12.5% MAX

VARIES

MAX. GRADE
CHANGE 6.25%

7% MAX

VARIES

MAX. GRADE
CHANGE 6.25%

EJ-HEJ-H EJ-H IJIJ

IJ

IJEJ-H EJ-H

50mm AC 14 WEARING
COURSE WITH ASPHALT

MODIFIER A15E PMB

150mm AC28
INTERMEDIATE COURSE
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RAISED PEDESTRIAN CROSSING

TM.13
TYPICAL SECTIONS
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NOTE:
THIS STANDARD DETAILS IS APPLICABLE FOR
CBR VALUE OF 10 OR ABOVE. WHERE CBR VALUE
IS LESS THAN 10, PAVEMENT SHALL BE DESIGNED
BY QUALIFIED PAVEMENT ENGINEER.
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